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Riciclare?... Con 6 auto vecchie A
ArcelorMittal

Sl pu costruire una casa da 140 m2 (5t di acciao)
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. . . ArcelorMittal
Perch@ non costruire una casa in acciaio?

30 95 ngf

Culslfe  Salop/Séjour _ |

Coupe B-B sur TS et T4
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Trust the strength steel ArcelorMitol

The requirernent ieSults in a Stionger stiuciuie ,
thatt s Mmoie duiaibie

Termite resistant

Corrosion Resistant

Supports higher snow loads
Higher wind resistance
Superior seismic performance
Fire resistant




Elemento di partenza: nastri in acciaio zincato a caldo

Spessore tipicoda 1 a 3 mm
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U Profiles
Ceiling
profile/

Floor sweep

S

C Profiles
Uprights
Floor joist

Z Sections
Purlin

Z Profiles
Floor joist
Purlin

Top-hat profile
Purlin
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| Profiies
Floor joist




Cold-Formed Steel C-Shape

THICKNESS

ArcelorMittal




Metodo Semplificato WISH WISHS

Workpack Design lor Sleel House

»  Range of profiles
— C profiles : h [120 — 220]; b [60]; ¢ [12]; t [1,5 — 2]
— U profiles : h [126]; b [66]
— Purlins gatherer : h[124 — 224]; b1 [50]; b2[123]; t[2]

+ Fasteners

— Screws ¢4,8 (flat & hexagon head) and ¢ 6,3 (hexagon head)
— Bolts M8-M12

ArcelorMittal Ctm @ l5k§ CSTB m cobim




Fissaggio meccanico

Viticon @ 3,5-6,3mm, L 12 - 200 mm
punte autofilettanti autoperforanti
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